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GENERAL NOTES: _ &
PROPOSED ACCESSIBLE EXISTING SIGNS 1. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR
I, UTILIZING MDSHA STANDARD TYPICALS FOR TRAFFIC CONTROL.

PUSHBUTTON _ARD_SIGN 10 BE REMOVED 2. THE CONTRACTOR SHALL VERIFY ALL RAMP AND PUSHBUTTON

LOCATIONS PRIOR TO INSTALLATION.

44,48 3. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME

29,31

THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF -
LEFT TURN THE SIGNAL MODIFICATION. ' - _ .
YIELD 4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING AND
PROPERLY LABELING ALL SIGNAL CABLES. THE SHA SIGNAL SHOP
ON GREEN WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING.
o 5. THE CONTRACTOR IS TO REMOVE AND REPLACE THE CONCRET
SIDEWALK AT THE NEAREST JOINT. K :
R10-12 6. THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL
(367X42") UNDERGROUND UTILITIES PRIOR TO THE INSTALLATION OF PROPOSED
' SIGNAL EQUIPMENT. IF ANY CONFLICTS ARISE., THE CONTRACTOR
SHALL CONTACT THE PROJECT ENGINEER.
B GENERAL NOTES CONTINUED:
WAY ~._T. ALL SIGNAL POLE FOUNDATIONS SHALL BE INSTALLED AT
RIGHT-OF = ~— THE FINAL SIDEWALK OR CURB GRADE TO MEET
7 =~ CLEARANCES AS SPECIFIED IN MD 816.03., MD 818.01.
pread e MD 818.02 AND MD 818.04. THE CONTRACTOR SHALL VERIFY
s “‘ﬁ} = ULTIMATE GRADES PRIOR TO THE INSTALLATION OF

R10-3({1)
(99x15”)

ALL SIGNAL EQUIPMENT. |
| / AN , . . ~ _/] 8. WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS.
e o= \ ; W8 = W% - , W o e ‘ ~fp—m THE CONTRACTOR SHALL BE REQUIRED TO EXCAVATE

NP 2 | Lo T : % | L 17y ‘ " II FOR FOUNDATION AND. CONDUIT BY HAND.

; 9.THE CONTRACTOR SHALL REMOVE AND DISPOSE. OF
T _ = ALL ABANDONED ELECTRICAL CABLES.
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| & 10. THE CONTRACTOR SHALL INSTALL ALL CONDUIT
PRIOR TO NEW SIDEWALK AND RAMP CONSTRUCTION. -
&5 11.THE CONTRACTOR SHALL INTEGRATE PROPOSED/EXISTING
CONCRETE FOUNDATIONS WITH NeW CURB/SIDEWALK
\k . RAMPS WHERE NECESSARY. ‘ ‘
§

12.THE 10 FT. SEPARATION BETWEEN PUSHBUTTONS iS -
24 T0 BE MEASURED FROM FACE OF PUSHBUTTON TO ’
¥ _ FACE OF PUSHBUTTON, NOT CENTER TO CENTER OF POLE.
13.PUSHBUTTON ARROWS ARE TO BE PARALLEL TO
THE CROSSING FOR WHICH THEY ARE INTENDED.
) 3 14.PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY
_ - g \ - CAN BE ACTIVATED BY A PERSON IN A WHEELCHAIR
S - -l : ) _ Tou W ; ~—— REACHING LESS THAN 18 IN. FROM A 60 IN. X 60 IN.
U ¢ s LEVEL LANDING AREA WITH A CROSS SLOPE OF LESS
T THAN OR EQUAL TO 2%.
_ ! TS 15.LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL
P o o X PUSHBUTTONS MUST MEET LOCATION REQUIREMENTS
P - = : _ ' Mty 8 OF MUTCD SEC. 4E.09 AND FIG. 4E.2 AND THE NCHRP
PUBLICATION, “ACCESSIBLE PEDESTRIAN SIGNALS:
GUIDE TO BEST PRACTICE”. IF NOT MET, THE CONTRACTOR
: s ) IS TO STOP WORK ON PUSHBUTTON LOCATIONS UNTIL
) R = : : -4 ' : =T 4 ‘ A DESIGN WAIVER IS OBTAINED., APPROVED BY :
e Y T : \ : . : \ THE DIRECTOR, OFFICE OF TRAFFIC AND SAFETY.

g 16. THE CONTRACTOR SHALL CENTER THE PROPOSED"
] CROSSWALK WITH THE PROPOSED RAMP. :
\ 17.GEOMETRIC IMPROVEMENTS TO BE CONSTRUCTED BY OTHERS.
Bty T~ THE SIGNAL CONTRACTOR SHALL COORDINATE WITH THE
at i . SIDEWALK AND ROADWAY CONTRACTOR.
g\ —- ) 18.ALL STUB POLES WILL BE INSTALLED ON THE BREAKAWAY
\\ _________ /1/ T~ COUPL ING FOUNDATION AS SPECIFIED IN MD 818.16-01
,,,,,,,,,, -ﬁ{-\\'" (PED POLE) AND MD 801.01-01 (FOUNDATION).
B\ — - 19.SEE IFB AND ROADWAY PLANS FOR DETAILS ON RAMP
w\\ CONSTRUCTION AND PLACEMENT. _
SRR € S

CONSTRUCTION DETALS:

A. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE (CUT TO 5 FT.), FOUNDATION., ACCESSIBLE -
PEDESTRIAN PUSHBUTTON, AND R10-3(1) SIGN TO READ “PUSH BUTTON TO CROSS EAST-WEST HWY.”

CUT, CLEAN, CAP., AND GALVANIZE PEDESTAL POLE. (NOTE: 1-3 IN. PVC 90 DEGREE BEND)
B. REMOVE EXISTING PEDESTRIAN SIGNAL HEADS AND PUSHBUTTONS. -

INSTALL LED COUNTDOWN PEDESTRIAN SIGNAL HEADS. '
' C. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE {(CUT TO 5 FT.), FOUNDATION, ACCESSIBLE

! PEDESTRIAN PUSHBUTTON, AND R10-3(1) SIGN TO READ “PUSH BUTTON TO CROSS RIGGS RD.”
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CUT., CLEAN, CAP. AND GALVANIZE PEDESTAL POLE. (NOTE: 1-3 IN. PVC 90 DEGREE BEND)
D. REMOVE EXISTING PEDESTRIAN SIGNAL HEADS. PUSHBUTTON, AND SIGN. INSTALL LED
- COUNTDOWN PEDESTRIAN SIGNAL HEADS, PUSHBUTTON AND R10-3(1) SIGN TO READ “PUSH
BUTTON 7O CROSS RIGGS RD.” : :
E. RELOCATE EXISTING SIGNAL HEAD.
INSTALL 12 IN. WHITE PREFORMED THERMOPLASTIC

SEMENT\

UTILITY EA
%
0%

" PAVEMENT MARKING FOR CROSSWALK. (MUTCD SEC. 7C.03) 1 COLUMBIA, MARYLAND |

G. INSTALL 24 IN. WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR STOP LINE. e — '

H. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED). CONTRACTOR SHALL REPLACE APPROVALS REVISIONS | TRAFFIC SIGNALIZATION PLAN

J. INSTALL NON-INVASIVE MICROLOOP DETECTOR PROBES. @) S 712707 . . - —
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